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Surface Energy: Substrate:
1103 Dynes/cm:

840 Dynes/cm:

753 Dynes/cm:

526 Dynes/cm:

458 Dynes/cm:

700 - 1000 Dynes/cm:

Copper

Metals and Glass

Aluminium

Zinc

Tin

Lead

Stainless Steel

Surface Energy:           Substrate:

50 Dynes/cm:

47 Dynes/cm:

46 Dynes/cm:

45 Dynes/cm:

43 Dynes/cm:

43 Dynes/cm:

43  Dynes/cm:

42 Dynes/cm:

42 Dynes/cm:

39 Dynes/cm:

38 Dynes/cm:

38 Dynes/cm:

Kapton®

High Surface Energy Plastics

Phenolic

Nylon

Alkyd Enamel

Polyester (PET)

Epoxy Paint

Polyurethane Paint

ABS

Polycarbonate

PVC

Noryl®

Acrylic

Surface Energy: Substrate:

37 Dynes/cm:

36 Dynes/cm:

36 Dynes/cm:

33 Dynes/cm:

31 Dynes/cm:

29 Dynes/cm:

28  Dynes/cm:

24 Dynes/cm:

18 Dynes/cm:

** Dynes/cm:

PVA

Low Surface Energy Plastics

Polystyrene (PS)

Acetal

EVA

Polyethylene (PE)

Polypropylene

Tedlar®

Silicone

Teflon

Powder-coats

** Broad range of surface energies

����

	����

����

	����

	������	��
���

�����

������	

����

��
��

������	

����

����	�


�
�	�

����	�


��
	�

	������������	��������

���� �!�����"�

#��
	��!�����"�
$������%��&'

�������

�(&������%�$#'
�������

�������%�&�'
�������

#������%�)&'
�������

&������%�$�)'
�������

)������%�$)*'
�������

������	

���
��	

������	

������	

������	

������	

���� �!�����"�

1. Front panel graphics
2. 3M™ Adhesive Transfer Tape
3. Top Switch Circuit
4. 3M™ Membrane Switch Spacer
5. Bottom switch circuit
6. 3M™ Adhesive transfer tape
7. Backer board

Make-up of a typical Membrane Switch
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Plastic Technology Service Limited
Bishopstone
Salisbury
SP5 4BZ

Telephone: 01722 781 088
Fax:            01722 781 071
Email:         info@ptsuk.com
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